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OFFICE NY Lingle

GENERAL INSTALLATION NOTES

Recommended Guidelines For All Installations:

- The product may only be mounted with unit components designed by Langle for the installation situation and approved
according to the project-related unit drawing.

- The product may only be mounted undamaged and in accordance with the requirements of the assembly location.

- The product may only be mounted by qualified personnel.

- Only toughened safety glass (TSG) or laminated safety glass (LSG) made of TSG may be installed with the product.

- The use of other composites must be checked by the designer or contractor and the stability assured.

- The product may only be attached to a surface capable of bearing loads using suitable fixing materials.

- The product is only suitable for indoor use.

- The product is not suitable for outdoor mounting.

- The product is not suitable for mounting in the vicinity of showers, saunas, swimming and salt-water bath or rooms in which
chemicals (e.g. chlorine) are used.

Warranty:

We have a warranty of 5 years on our products from handover.

The liability of Langle Glas-System GmbH is furthermore excluded for those damages which occur as a result of non-observance of
the instructions for use, improper care, maintenance and installation or natural wear and tear.

The goods are to be checked for completeness and freedom from defects immediately after handover.

Defects are to be reported within 8 working days after handover of the subject matter of the contract.

HANDLING, STORAGE, AND PROTECTION OF ALUMINUM

The following precautions are recommended to protect the material against damage.

A. HANDLE CAREFULLY.
All aluminum profiles at job site must be stored in a safe place, well removed from possible damage by other trades.
Cardboard wrapped or paper interleaved materials must be kept dry.

B. CHECK ARRIVING MATERIALS.
The goods must be checked for completeness immediately after delivery..

C. KEEP MATERIALS AWAY FROM WATER, MUD, AND SPRAY.
Prevent cement, plaster or other materials from damaging the finish.

D. PROTECT THE MATERIALS AFTER ERECTION.
Protect erected frame with splatter screen. Cement, plaster, terrazzo, other alkaline solutions, and acid based materials used to
clean masonry are harmful to the finish. If any of these materials come in contact with the aluminum, immediately remove with
water and mild soap.
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OFFICE, DOOR AND HINGE LIMITATION

Maximum dimensions of system (reference values):

+ Doors: width 1.000 mm — height 3.000 mm
+ Fixed parts: width no limit — height 3.400 mm

General guidelines table for number of hinges using Dorma-Glas 12.090/12.091

Number door hinges
Door weight
2 3 4
<57,5kg X
57.5kg-785kg X
>78,5kg X

General recommendation :

>2.400 mm height = 3 hinges
>2.800 mm height = 4 hinges

IMPORTANT: READ THIS MANUAL THOROUGHLY BEFORE BEGINNING INSTALLATION
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EXTRUSION IDENTIFICATION

Your order has been carefully fabricated, inspected, and packaged to work order specifications. We have
placed an identification label to each packaging unit before final packaging. Use the Identification Key (below)
to organize and lay out each OFFICE / OFFICE XL / OFFICE NY Partition System before proceeding with the

assembly process.

NOTE: Read these instructions carefully to identify the parts needed for your particular installation.
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COMPONENTS
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MEASUREMENT GUIDE FOR PLANNING

Step 1:
Set up self-leveling line laser.

Step 2:
7 Take measurements for planning.
I
g ~ Bl o
g z 2 LEGEND
g |k F3ll s LH1 left height 1
3 1l lie L AN LH2 left height 2
- MH1 middle height 1
T of | = MH2 middle height 2
o E RH1 right height 1
1 RH2 right height 2
T *SCH smallest clear height
Wirkelmesser sedtion’11 *SCW smallest clear width
protractor KLB/SCW* " X
I *relevant measurement for the planning

Step 3:
Install AL-OFFICE system and, if necessary backfill the space
between the profile and the masonry.

Schnitt 1-1

secton1 PERRXL] Backfilling required
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MILLING GROOVE FOR THE DOOR LOCK SYSTEM OFFICE
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GLASS PREP
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ASSEMBLY INSTRUCTION FALLBROOK XL NY
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FOR POWDER COATED SURFACES IT IS RECOMMENDED TO USE SOAPY WATER FOR
INSERTING THE FIXATION RUBBER.

THE SYSTEM IS SO TO CHOOSE, THAT A PRE-ASSEMBLING ON A FLAT SURFACE IS
POSSIBLE.
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INSTALLATION FIXED GLAZING

»
>

A SLIDE IN AND FIX THE REQUIRED NUMBER OF OFFICE-KK XL CLAMPING HEADS.

Langle Glas-System GmbH HauptstraRe 3, 6840 Goétzis, Austria laengle.com
page 14



OFFICE NY Lingle

C & D ASSEBMLING THE OUTER FRAME C & D SLIDE IN AND FIX THE REQUIRED NUMBER
OF CLAMPING HEADS AND EZ
CONNECTORS.
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A & C,D SLIDE IN AND FIX THE HORIZONTAL PROFILES @ - PLEASE PAY ATTENTION TO A GAP-FREE
MOUNTING!

~
250 E4

Detail: Gap-free mounting only.

Assembly aid:
glazing block 2 mm.

FOR AN EASIER POSITIONING OF THE FRAME-T-D XL EEX ALREADY INSERT IN THIS INSTALLATION
STADIUM THE FITTING CLIP-D Il = ASSEMBLY AID.
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B & A,C,D SLIDE IN VERTICAL FRAME-T-D XL @ IN CONNECTOR OF PROFILE ®. THEN CONNECT
WITH HORIZONTAL PROFILES @ AND SCREW EVERYTHING TOGETHER.

*ALREADY EQUIPPED WITH THE REQUIRED NUMBER OF OFFICE-KK XL AND OFFICE-CL KA.

[ 4]
= -
2,5 O m
o
l

Assembly aid:
glazing block 2 mm.
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STEP 1: SLIDE IN AND FIX THE HORIZONTAL PROFILES @ .

STEP 2: SLIDE IN AND FIX THE VERTIKAL PROFILE ©@. THEN CONNECT WITH HORIZONTAL PROFILES @
AND SCREW EVERYTHING TOGETHER.

STEP 3: SLIDE IN AND FIX THE HORIZONTAL PROFIL @.

7 -
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ASSEMBLY FOR ADAPTER PROFILE PLUS BBl FOR GLASS THICKNESS 8-16 MM.
LENGTH ADAPTER PROFILE PLUS Il = CW/CH +10 MM.

CW: clear width.
CH: clear height.
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CLIP-D I AND GLASS INSTALLATION.

STEP 1: CLIP THE CLIP-D I INTO THE PROFIL EN.
STEP 2: INSERT THE GASKET EEl IN BETWEEN.
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INSTALLATION WITH DOOR FRAMES

X DOOR CONNECTION
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Y DOOR CONNECTION Z DOOR CONNECTION
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DOOR HINGE ASSEMBLY

Attention!
For Dorma
door hinge
support
plate

Legend: required

M Pre-cut to measure on site

H1 H2 H3 H4
. . 41AL-OFFICE-H XL 41AL-OFFICE-H XL 41AL-OFFICE-H XL 41AL-OFFICE-H XL
Table Strike plate | Door hinge

Glass thickness 10 12 10 12

LH H4  H3 | H1  H3
RH H3  H4 | H2  H4
H1 DIN L10 H2 DIN R10 H3 DIN L12 H4 DIN R12
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DOOR STRIKE ASSEMBLY

Legend:

Wk Pre-cut to measure on site

Mounting position Striking
plate

Installation postion Glass thickness 10mm
of hammerhead nut

according table

Glass thickness 12mm

H1 H2 H3 H4
Table Stnke plate Door hmge 41AL-OFFICE-H XL  41AL-OFFICE-H XL  41AL-OFFICE-H XL  41AL-OFFICE-H XL
Glass thickness 10 12 10 12
LH H4 H3 H1 H3
RH H3 H4 H2 H4
H4 DIN L10 H3 DIN R10 H3 DIN L12 H4 DIN R12
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